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ABOUT US

Makstil AD is a regional leader in the production of hot rolled heavy plates, with a long industrial background,
consisting of a Steel Shop for production of slabs and a Plate Mill for production of hot rolled plates, based in Skopje,
North Macedonia. Present in more than 40 countries, the company is listed on the Macedonian stock exchange
(mse.mk, code STIL) and is owned in its majarity by DITH.

Makstil ADvSkopje was established in 1997 as one of ten spin-offs from the restructuring of the government owned
"Rudnici i Zelezarnica Skopje" [Mines and Iron & Steelworks Skopje] which started its operations in 1967.

The sales are done partly through DITH’s trading desk in Lugano (directly or through the distribution netwaork of DITH]
and partly directly from the mill.

We stand for high quality products produced in a safe, sustainahle and environmentally friendly way, delivered to our
customers according to their needs.

We offer short lead times, complex specifications without any limitation by size and quality and an excellent
after-sales service.



QUALITY NORMS

Steel plates for general and structured purposes - EN

EN 10025 - 2:2018 EN 10025 - 3:2018 EN 10025 - 5:2018
S 235 JR+N S275N S 355 JOW+N
S 235 J0+N S 275 NL S 355 J2W+N
S 235 J2+N S 355N S 355 KeW+N
S 275 JR+N S 355 NL S 355 JAW+N
S275J0+N S420 N S 355 JSW+N
S 275 J2+N S 420 NL S 420 JOW+N
S 355 JR+N S460N S 420 J2W+N
S 355 JO+N S 460 NL S 420 JA4W+N
S 355 J2+N S 420 JSW+N
S 355 K2+N S 420 K2W+N

S 460 JOW+N
S 460 J2W+N
S 460 JAW+N
S 460 JSW+N
S 460 K2W+N

Steel plates for general and structured purposes - Plates

A 36M SA 36M 260 W

A131M - A/B/C SA131M - A/B/C 300 W

A 131M - AH32/DH32 SA 131M - AH32/DH32 400 W

A 131M - AH36/DH36/DH40 SA 131M - AH36/DH36/DH40 260 WT
A283M - C/D SA283M - C/D 300 WT
A'572M - 50-2 SA572M - 50-2 350 WT
A 572M - 60/65-3 SA 572M - 60/65-3 400 WT
A 573M - 58/65/70 SA 573M - 58/65/70 350 A

A 588M - B SA588M-B 350 AT
A B656M - 50-3/7 SA B656M - 50-3/7

A70SM - 50-2 SA709M - 50-2

Plates with high tensile strength, toughness at low temperature to-50C and yield point at higher temperature according to EN while
other standards are produced as per agreement.

Boiler plates non-alloyed and low-alloyed steel plates

EN 10028 ! ENISO ENISO
2:2017 EN10028 3:2017 683-1:2018 | 683-2:2018 m AL

P 235 GH P 275 NH P 420 NH C4s 27MnCrB5-2 65 Mn4 A 285M-A/B/C SA 285M-A/B/C
P 265 GH P 275 NL1 P 420 NL1 C 55 30MnB5 A 2398M-A SA 299M-A
P 295 GH P 275 NL2 P 420 NL2 C 60 33MnCrB5-2 A 516M-60/65/70 SA 516M-60/65/70
P 355 GH P 355N P 460 NH 34CrMo4
16Mo3 P 355 NH P 460 NL1
P 355 NL1 P 460 NL2
P 355 NL2

Shipbuilding plates up to 50 or 70mm for higher strength steel
and up to 100 mm for normal strength steel according to

shipbuilding register Plates for Boilers and pressure vessels
ABS /LR BV DNV RINA G5 I T
ABD NV-360-0NR/-1NR
AH 32, AH 36, AH 40* *we have approval for ABS, BY, DNV and RINA 360 FG 380 HA/HB/HD NV-410-0NR/-1FNR
* —- - -
DH 32, DH 36, DH 40* EH 32, EH 36 410 FG 410 HA/HB/HD W—?IES—EJ]“S;—%E“E
Offshaore standards lates oy 460 FG 60 60-0
welded pipes 460 HB/HD NV-460-0NR/-1FNR
DNV-0S-B101 | EN10225-1:2019 m 490 FG
NV-490-0NR/-1FNR
AW36 S355NLO A 510 FG 510 HB/HD VL-510-1FNR
DW36 B
X4e
X 46

X 52



PRODUCTS

SLABS

Thickness: 150 /170 /250 /300 mm

HOT ROLLED STEEL PLATES

Thickness: from 5 - 100 mm (up to 120 mm as per agreement]

Width and length: according to the table below

Tolerances: EN 10029, ASTM AB, ASTM A20, ASME SAB, ASME SA20, US test EN 10160:1999, A/SA 435, A/SA 578 levels A, B
and C Z-quality requirements - EN 10164:2004

Weight and delivery conditions:

® Maximum weight of plates - 10,2 tons

The plates are delivered as rolled and/or normalized rolled

{

@ Four-sided sheared edges of plates up to 25 mm thickness

@® Plates with thickness over 25 mm - four sided flame cut or mill’s edges as rolled
([

Surface conditions: black as rolled, shotblasted, shothlasted and primed

TABLE WITH MAXIMUM LENGTH

OF PLATES FOR SHIPMENT

Width ([mm)

1500 1600 1700 1800 1900 2000 2100 2200 2300 2400 2500 2600 2700 2800 2900 3000 3050
Maximum length (m)
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30
35
40
CEpl 195 [ 18 | 17 | 16 | 15 | 145 [ 135 | 13 [ 125 | 12 | 115 [ 11 [ 105 | 10 | 10 [ 85 [ 85 |
UMMl 175 | 165 | 155 | 145 | 135 | 13 [ 125 | 12 | 115 | 11 [ 105 ] 10 | 95 | 9 | 9 | 85 | 85 |
al 16 | 15 | 14 | 13 [ 125 | 12 | 11 [ 105 ] 10 | 10 | 95 | 9 | 85 [ 85 | 8 | 8 | 75 |
oMl 145 | 13 | 125 | 12 | 115 | 11 [105 | 10 | 95 | 9 | 85 | 85 | 8 | 75 | 75 | 7 | 7 |
pl 135 | 125 | 115 | 11 [ 105 ] 10 | 95 | 9 [ 85 | 8 | 8 | 75 | 75 | 7 | 7 | 65 | 65 |
oWl o5 [ 115 | 11 | 10 | 85 | 5 | 65 | 85 | 8 | 75 | 75 | 7 | 65 [ 65 [ 65 | 6 | 6 |
75 EEI“ | 8 | 8 [ 75 ] 7 | 7 |65 | 65 | 6 | B | 55 | 55 |
A 11 | 10 | 95 | s | 85 | 8 | 75 | 75 | 7 | 65 [ 65 | 6 | 6 | 55 | 55 | 55 | 5 |
bRl 10 | 95 | 9 | 85 | 8 | 75 | 7 | 7 [ 65 ] 6 | 6 |55 |55 [55 ] S5 | 5 [ 5 ]
cOpml 95 | 9 | 85 | 8 |75 | 7 [ 65 ]| 65| 6 | B |55 [55 | S5 | 5 [ 5 |
Ml 9 [ 85 | 8 | 75 | 7 | 65 | 65 | 6 | 6 |55 |55 ] 5 | 5 | 5 |
sl 85 | 8 | 75 | 7 [ 65 [ 65 ] 6 | 6 [ 55 [55 ] 5 | 5 |

1500 1600 1700 1800 1800 2000 2100 2200 2300 2400 2500 2600 2700 2800 2900 3000 3050

For the intermediate dimensions take into the next lenghts
Minimum requested lenght:
B 4 m for thickness up to 40 mm M5 m for thickness> 40 mm and width > 1500 mm



CERTIFICATES

Quality Systems and numerous International Certificates awarded over the years verifying not only the
quality of our production, but also our great concern about respecting the environment and safety rules.

BSI IS0 9001:2015 / No. FM 55589
BSI ISO 50001:2011 / No. ENMS 685984
CERTOP IS0 14001:2015 / No. 01-02825/2011582
TUV AD 2000-Merkhlatt W 0 / TDR 100
TOV PED 2014 / 68 / EU, Annex |, Section 4.3
TUV CPD - CE Marking
LR No. LR22218950WA
RINA No. FABO30421TS / 001, No. FABO30421TS / 002 FAB102317MI
ABS No. STML-T1897024
DNV No. AMMMOOOOOEW
CRS No. 01-013857/ 0110014
BV No. 10255/ EO BV 10256/EQ BV 19265 / CO BV
NF ACIER No. 58863.12

Approval certificates can be downloaded from our web site

Marketing and sales for domestic market Marketing and sales for international market
Makstil AD Phone: +3892 /3287027 DITH Fax:  +4191/8225876
16 Makedonska Brigada, 18 +389 2 /3287 002 Via Bagutti, 9 E-mail: sales@makstil.com
1000 Skopje, Republic of North Macedonia +389 2 /3287 149 6900 Lugano, Switzerland
Phone: +389 2 / 3287 023 +3892 /3287024 Phone: +41 91 / 822 56 00
Fax: +3892/3287076 Fax:  +3892/3287 000 Fax; +4191/8225700
www.makstil.com E-mail: sales@makstil.com www.dith.com

@ Makstil.skopie @ Makstil_skopje makstil_skopje @) Makstil/Makctun @ makstil.com
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